MIT

Hoist & Crane

Exploséo talha Proof 1Ton para 35Ton

Parametros técnicos

modelo 'Ca,pacidade; Velocidade Poder 7 Rotagio
{Ton} | de | Corrente {KW) Speed
levantamento  cair {r ! mim}

{m / min)
HHBDO1EP-01 1 8.8 1 1.5 1440
HHBDOZEP-02 2 34 ) 1) 1440
HHBDO3EP-01 3 56 1 30 1440
HHBDO3EP-02 < 34 2 3.0 1440
HHBDOSEP-02 5 28 2 30 1440
HHBD7.5EP-03 75 1.8 3 30 1440
HHBD10EP-04 10 28 4 30x2 1440
HHBD15EP-06 15 19 6 30=2 1440
HHBODZOEP-08 20 1.4 8 30=2 1440
HHBDZSEP-10 25 1.1 10 30 =2 1440
HHBD30EP-12 30 0.8 i 30 =2 1440
HHBD35EP-16 35 07 18 30 =2 1440

tipo Capacidade
(Ton)

| H | A B ] E

HHBOO1ER-01 |_ 1 1 | 00 |_BEID 330 300 176
|

HHBOO1ER-01 | 2 I 750 | 600 330 —l—:".ﬂﬂ 230
HHBODO1ER-01 3 G20 600 330 350 | 280
HHBETEH EP-01 i 3 | 245 675 3\2_5 430 _I _265
HHBC:O1EP-01 3 3 1 950 i _675 | 32_5 430 T 320
H HEH:TEH EP-01 i 5_ | _1 uau_ 675 i 32_5 430_ | ;5
HHBDO1EP-01 75 1200 675 325 500 320
HHBDO1EP-01 10 1400 725 350 880 445
HHBDO1EP-01 15 1380 725 350 1030 -
HHBDO1EP-01 20 1250 725 350 1220 =
HHBDOAEP-01 | 25 1700 725 | 350 | 1315 -
HHBOO1ER-04 30 1640 515 458 1380 -
HHBOO1ER-01 35 1780 915 458 1600 -

Fonte De Energia

fase Tensdo
(W]
3 E’-ﬁg Y
3 2000550V
3 200v-550V
3 | 200V-E90V
3 200V-E90V
3 2000850V
3 200550V
3 | z00v-630v
3 Z00V-650V
3 200V-E90V
3 200V-E90V
3 200V-690V
Unidade {(mm}
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Viajar Motor
Frequéncia . Poder Rotagdo I-beam
(Hz) (KW} Speed
{r/ min}
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